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Product Description
Exxon Nulo HP Series is a iini> of riicih-perbrrr.iirtce mineral oii-tasec ami-ivear nvttrnulis oils fofhiulaled with additives Inai
provide ittfucsd eiivt'0fi"i(jp-i;il impact, relative w convsntiooal hyj:auiic cits. in case olan acckiema! release into Hie
fsnviror-mcol. Tpey arc formuhitnd wiln an advanced ushitiss anll-wesr !txn.-!clogy. non-tsxic inhibitors «nd select base oils.
These poducts exhibit pjct-ltent cmi-v;ear periormsnce and ver/ rjtioa ^Kfjcme-pfcssure properlief protecting pumps and

•bssfinjis Ifom p.rb-ma*L!rc wear Tneif excelisti: i><iaalion siabiiity heliia aiiyw cxwrsinn of oil and filter iife while reducing the
.'(;m!;i|i:in ol sluogr and ;leyusiti

Features & Benelits
Exxon Nuto HP Series oils offer tlie followir;j beinulils.

• Noa-toxc properties resuh in less potential damage (o Inv Gnvifoitcnenl il accidentally spillad or leaked
• Eicelleni oxidation staDiiily allows extension of oil and li'ler change intervals
• Exceplional anii-wear propei'ies help reduce wear of mechanics* components
• Easier used product disposal

Applications

• Suitable for applications in woodland, marine, mining, pulp and paper, farming and general industry hydraulic
systems

• Areas where spillage or leakage could result in environmental damage
• Systemi containing beatings and lighily loaded gears
• For use in all hydraulic systems requiring an ISO VG 46 or 6B oil

A Back to Top

Specifications & Approvals

Weals or Exceeds the Exxon Exxon Exxon
following industry Nulo Nino Nulo
specifications HP 15 HP 22 HP 32

D I N 51521 2 X X

Meets or Exceeds (he Exxon Exxon Exxon
following industry Nuto Nulo Nuto
specifications HP68 j«P 100 HP 150

DIN 51521.2 X X

Exxon
Nu)o
HP 46

Typical Properties

Viscosity.

cSl @ W>C

cSl@ 100°C

Viscosity index, ASTM D
2270

Ejcxon
Nuto
HP 15

15

96

Pour Point. °C. ASTM 097 -33

Flash Point. °C. ASTM D 92 182

Exxon
Nuto
HP 22

22

4 4 2

105

-33

206

iixxon
Nuio
HP_32

30

5.3

105

-30

220

Exxon
Nuto
HP ^6

44

6.7

101

-30

200
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Density@t5°C ka.'l.-ASTM O.a~;; O.S?b

Exxon
Nlllo
HP. 56

£x<on
Nuto
HP 100

uxxflri
\'uto
rip 150

Viscosity. ASTM 0 445

cSt -® 40CC

CSI @ lOOt

Viscosity Inoex.
2270

Ptiiir point. "C. .

Rash Point "C.

Oiin*ltyigi3*C

ASTM 0

ASTM u.</7

ASTM D 92

kgfl. ASTM

65

8.6

101

-27

240

0.882

92

105

53

-2t

250

C.iiM

150

i«.3

93

-21

2SE

O.HS:-
0 40 52
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Health & Safety
Based on available information, this produci is not expected lo oittoX'::e ;irivcrsit.cfiocls on health when usod for the intended
application and the recommendations provided in trie Material Salcrty Data Sheet (M5DS) are loitnww! MSDS's are available
upon loqiicsl through yoiif sales contract o/fice. or via the Iniemet. Tins product should nni tie, iwcd I'M purpoaes other lhan its
intended use If disposing of used produci lake csre lo protect the environment.

The £>., :)n (Ssso) logotype the Running Tigai are rrademarfts oi £.tA j.-i Msbil Coiporatiort. vr one of its si.'Osidto.'ieo.
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Exxon Mobil Corporation
3225 Gnllow; Road
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1-800-44Exxon (443-9966)

Due to cor.iinual product research and development, the information contained herein is subject lo change withoul
notilicaiicn
Typical Properties may vary slightly This praducl data sheel is based on global product dao sheets lor use wrlh pioducls
purchased in tne U.S
& 2001 Exxon Mobil Corporation All rights reserved.
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